
CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
SAN FRANCISCO BAY REGION

ORDER NO. 94-095
NPDES PERMIT NO. CA00053'i3

WASTE DISCHARGE REQUIREMENTS FOR:

RMC LONESTAR
SUNOL PLANT
6527 CALAVERAS ROAD
SUNOL, ALAMEDA COUNTY

The California Regional Water Quality Control Board, San Francisco Bay Region,
hereinafter called the Board, finds that:

1. RMC Lonestar, hereinafter called the discharger, by application dated May 29, 1986,
submitted a Report of Waste Discharge for issuance of waste discharge requirements and
a permit to discharge wastewater to waters of the State and the United States under the
National Pollutant Discharge Elimination System (NPDES).

2. The discharger harvests and processes sand and gravel, and intermittently discharges
decanted washwaters and rising groundwater to the Alameda Creek. Groundwater from
quarry pits is used to wash clays from the aggregates being processed. Wastewater
consisting of sand and gravel wash water and rising groundwater leaves the plant and
enters a series of three settling ponds where fine particulate matter and turbidity is
removed. The clarified wastewater is then allowed to recharge into the aquifer from the
final pond. Excess water that accumulates in the settling ponds is discharged as follows:

DISCHARGE
POINT

001

002

003

AVERAGE
DISCHARGE
RATE (mgd)

14.4

14.4

14.4

MAXIMUM
DISCHARGE
RATE (mgd)

21.6

21.6

21.6

DISCHARGE
LOCATION

Alameda Creek;
Lat. 37° 34' 30"
Long. 121° 52' 16"

Alameda Creek;
Lat. 37° 34' 9"
Long. 121052' 10"

Alameda Creek;
Lat. 37° 33' 53"
Long. 121° 52' 0"


























